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: — Smart Seeder is capable to manage the large amount of paddy residue load
Tillage Category Stiip-tllage by incorporation and surface mulching. It is able to place wheat seeds in
Mounting Type Tractor Mounted narrow band of well tilled soil and covers the seed rows with soil using Furrow
Type Of Hitch 3 point linkage CAT-II Closing Roller (FCR).
Power Source Compatible with 50 HP & above tractor at PTO RPM of 540 RPM 1
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Number Of Furrow Openers » 917381000061, +91 9876320842  h24 kambojrds@yahoo.com
Type Of Furrow Openers Fixed Disc Openers
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Direct Sowing Rice (DSR) Cum Multicrop Planter with Sprayer + FCR
(Rice, Cotton, Maize, Wheat, Mustard, Groundnut etc.)
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PARAMETER SPECIFICATIONS

ADVATNAGES N

Recommended Power 50 HP
Seed Metering Inclined Plate (for Rice, Maize,Mustard etc.) 1. Saves water, Time, Diesel Expenditure & labour.

- } 2. Sowing can be done in a stipulated time frame because of easier and faster seeding.
Fertilizer Metering Fluted Roller 3. More Productive water usage and greater resistance to water stress.
Sowing Depth Furrow Closing Roller
Number of Furrow Openers 11 FEATURES 2\
Row Spacing 9" Standard 1. High grade life long housing for inclined plates.
Liquid Storage Tank Capacity 200 Ltr. 2. No Seed damage, 100% efficiency

. 3. Revolutionary FCR , covers seed and holds moisture for longer period.

No. of Spraying Nozzles 8

4. Spray of pre-emergence weedicides while sowing, helps in best control of weeds.
No. of Spraying Pumps 2



